
COMPANY PROFILE

FTS

FACILITIES 
TECHNICAL 
SERVICES

Automated Roof Sloped Mounted Smoke Ventilators | Fire Stopping

Automated Cold-room Hatches | Manual and Automated Blinds

Powered Smoke Extract Systems | Façade Automation

Basement Ventilation | Automated Fire & Smoke Curtains



SPECIALIST 
IN SMOKE 
VENTILATION AND 
FIRE PROTECTION

Established in 2016, FTS has 

helped people feel healthy, safe 

and comfortable in their living 

and working environments. 

With its internal/external 

shading, natural ventilation and 

smoke control systems, people 

can enjoy optimum air quality, 

comfortable temperatures, 

better health and productivity.

 In the event case of a fire, 

count on FTS for a smoke-

free escape routes, for a safe 

evacuation and access routes 

for effective fire-fighting.  It is 

our goal to be the first point of 

contact when the need arises.



FTS

We are able to offer our clients systems 

that comply with the relevant parts of 

EN12101, as required by SANS 10400.

We have the ability, knowledge and 

experience to design, install and 

maintain systems to meet our client’s 

requirements. 

Our mission is to improve the ‘smoke 

and natural  ventilation’ industry by 

offering a superior service and product 

to what is the current industry standard. 

More focus is placed on delivering 

projects more efficiently and with an 

improved quality of installation.

Our dedicated team at FTS is headed 

up by the owner Dyllan Seller, who is 

always developing and expanding the 

quality of our services and products 

to our clients. 



Products

Smoke Extraction
FTS smoke control systems are designed for life 

safety. To contain and remove dangerous smoke, 

allowing safe evacuation and fire-fighting with 

minimal damage to property

Our range of systems include:

•	 Fire rated powered smoke extract fans 

and duct work

•	 Fire rated dampers

•	 Roof smoke ventilators

With building regulations becoming stricter for heat, light and glare, solar 

control is a major factor within any new development or construction.

FTS provides both local and international sun shading systems offering the 

latest in sun shading technology. Manufactured from the highest quality 

materials and attention to detail.

Our range of systems include:

•	 Automated/manual venetian blinds

•	 Automated/manual roller blinds

•	 Block out blinds

•	 Android App home/office control

•	 Sun tracking and BMS integration

Sun Shading Solutions



FTS

Smoke and Fire 
Containment

Facade Automation 

At FTS we are continually striving to 

improve the safety of a building. In 

the event of a fire, our gravity fail-

safe curtains automatically deploy to 

contain smoke and fire. This slows 

down how quickly it can spread across 

a building, crucially allowing more 

time for safe emergency evacuation.

Our products range from static smoke 

barriers to contain a smoke reservoir 

for smoke exhaust to gravity fail-safe 

automated curtains to protect escape 

routes.

Our range of systems include:

•	 Automated fire and smoke 

curtains

•	 Fire stopping products

•	 Fire doors

At FTS we understand the love of 

architecture and we believe that 

systems and solutions should suit the 

architectural design of the building. 

Life safety and ventilation systems are 

an integral element of constructing 

safe and healthier environments. For 

this reason, we at FTS have a range of 

façade, skylight and door automation 

products that provide smoke and 

natural ventilation systems suited to 

your architectural requirements.

Our range of systems include:

•	 Automated facades

•	 Automated skylights

•	 Automated doors

•	 Wind/rain and CO2 sensors

•	 BMS integration



Projects

The Ridge 
Deloitte 
V&A Waterfront
Systems Installed:
•	 Fifty (50) automated 

façade windows
•	 Forty-two (42) automated 

skylights
•	 Twelve (12) automated 

doors
•	 Sixteen (16) automated 

roof smoke ventilators



Parklands college
Systems Installed:
•	 Eighty six (86) façade 

automated windows
•	 Wind/Rain and CO2 sensors

Brights Hardware 
Brackengate
Systems Installed:
•	 Six (6) smoke fans
•	 Six (6) vertical automated 

discharge louver ventilators
•	 Eight (8) vertical automated make 

up air ventilators
•	 Forty-two meters (42m) Ridge 

ventilator

Babylonstoren Winery
Systems Installed:
•	 Four (4) automated fire curtains
•	 One (1) fire rated roller shutter

Groote Schuur 
Neuroscience
Systems Installed:
•	 Twenty-eight (28) automated 

skylights
•	 Twenty (20) Fire rated automated 

curtains



www.FTSsmoke.co.za

Director
Dyllan Seller
082 496 0863

dyllan@FTSsmoke.com

Contracts Manager
Omar Gabier
065 838 9259

omar@ftssmoke.com

Service and Maintenance 
Director

Fagan Hazell
076 729 7648

fagan@FTSfire.co.za

FTS
Whilst we are experts in handling 

smoke signals, there is an easier way 
to get in touch.



























































+44 (0)1543 443060� 
sales@secontrols.com� 
www.secontrols.com

Product Codes

Silver Anodised Stroke

AAU07500180 180mm

AAU07500350 350mm

AAU07500550 550mm

AAU07500750 750mm

AAU07501000 1000mm

Technical Drawing

The AutoCAD drawing for this product can be found at www.secontrols.com

Brackets Technical Data

Actuator SELA U 24 75

Type 24V dc Rack & Pinion Linear

Voltage (all +/-6%) 24V dc

Current Draw (Amp) 1A

Stroke 180/350/550/750/1000mm 

Operating Speed 8mm/s

Ambient Operating Temp -100C + 400C

Thrust Force 750N 

Close Force 650N 

Switching Electronic Limit

Standard Finish Silver Anodised 

IP Rating IP55

Product Warranty 10,000 Strokes

Application Environmental and Smoke Ventilation

Dimensions

Stroke A

180mm 400mm

350mm 570mm

550mm 770mm

750mm 970mm

1000mm 1220mm

UCLA Aluminium End Bracket

ABU0040234E

UCLA Aluminium Sliding Bracket

ABU0040235F





CALL US:
+44 (0) 114 251 4703

EMAIL US:
enquiries@blecurtains.com

Fixed Smoke Curtain 
Approval to European Standards

SC2 Fixed Smoke Curtains can be manufatcutred to suit 
any shape or size application. Used extensively in aircraft 
hangars and warehouses where the barrier is able to stay 
permanently in position. 

•	 Rated at 600°C for 120 minutes to BSEN12101-1

•	 Approved for unlimited widths and up to 10m drop

•	 Warrington Fire - Certifire Certificate of Approval (CF 
5030)

•	 European Certificate of Constancy of Performance - 
CE Mark

OVERVIEW 

SC2 

Tested and approved to European Standards.

• EN 12101 - Smoke and Heat Control Systems - Part 1 : Specification for Smoke Barriers.

STANDARDS

Product Specification Sheet  

A manufacturer’s warranty is provided for a period of one year. Exclusions may apply if any element is sublet to an unauthorised party.

WARRANTY

BLE Smoke & Fire Curtains,
Unit 3 Holbrook Commerce Park, Holbrook Rise,
Sheffield, England, S20 3FJ

01

Call: 0114 251 4703
Email: enquiries@blecurtains.com 

Visit: www.ble-smokeandfirecurtains.com
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Smoke Curtain 
Approval to European Standards

Headbox	� 1.2mm galvanized mild steel with 2mm  
end caps

Rollers	 76mm coated mild steel tube

Motors	 24V DC, 3100 RPM

Fabric	 X32K

Bottom Bar	 20mm x 20mm - 20mm x 40mm galvanised 	
	 steel

Side Guides	 Optional extra (please specify)

Electronics	 See separate spec sheet

KEY SPECIFICATIONS 

SC1 

DESIGNATIONS & SIZE LIMITATIONS	

Model
Max Width 

(m)
Max Drop 

(m) Classification Product Standard Certificate /  
Reports

Single Roller Unlimited 10.0 D120 / DH60
BSEN

12101-1
Certifire 
CF5030

Tested and approved to European Standards.

• EN 12101 - Smoke and Heat Control Systems - Part 1 : Specification for Smoke Barriers.

STANDARDS

Product Specification Sheet  

01
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HEADBOX SIZES

A manufacturer’s warranty is provided for a period of one year. Exclusions may apply if any element is sublet to an unauthorised party.

WARRANTY

BLE Smoke & Fire Curtains,
Unit 3 Holbrook Commerce Park, Holbrook Rise,
Sheffield, England, S20 3FJ

Type A Type B Type C

Single Roller Headbox
(Max Width 5m)

Side by Side Headbox
(Up to 45m)

Over Under Headbox
(Up to 45m)

Roller Width Roller Width Roller Width

Curtain Drop Up to 2.5m Up to 5.0m Up to 2.5m Up to 5.0m Up to 2.5m Up to 5.0m

Up to 1.5m 150x125mm 150x150mm 250x125mm 250x150mm 150x250mm 150x250mm

1.501m - 3.0m 150x150mm 180x180mm 250x150mm 310x180mm 150x250mm 180x310mm

3.001m - 6.0m 180x180mm 210x210mm 310x180mm 350x210mm 180x310mm 210x350mm

6.001m - 10.0m 210x210mm 230x230mm 350x210mm 390x230mm 210x350mm 230x390mm

02

The size of the curtain roller housing (headbox), depends on the curtain drop and width. The tables below give details of the full 
range of standard headbox sizes for the SC1 smoke curtains. Contact us for oversized systems.

Type A: The standard headbox for use with curtain widths up to 5m.

Type B: Headbox for use with limited installation height for headbox.

Type C: The standard headbox for use with curtain unlimited widths.

Call: 0114 251 4703
Email: enquiries@blecurtains.com 

Visit: www.ble-smokeandfirecurtains.com
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Fire Curtain with up to 1-hour Fire Resistance 
Approval to British and European Standards

Headbox	� 1.2mm galvanized mild steel with 2mm  
end caps

Rollers	 76mm coated mild steel tube

Motors	 24V DC, 3100 RPM

Fabric	 X32K

Bottom Bar	 20mm x 20mm - 20mm x 40mm mild steel

Side Guides	 100 x 50 rolled steel

Electronics	 See separate spec sheet

KEY SPECIFICATIONS 

FC1 

DESIGNATIONS & SIZE LIMITATIONS	

Model
Max Width 

(m)
Max Drop 

(m)
Fire Resistance (mins) Product 

Standard
Certificate /  

ReportsIntegrity (E) Irradiance (W)

Single 
Roller

3.0 2.85 60 -

BSEN
1632

Certifire 
CF5432

2.8 2.3 60 30

1.4 2.3 60 60

Tested and approved to British and European Standards.

• BS EN 1634 - Part 1 : Fire resistance test for door and shutter assemblies and openable windows.

STANDARDS

Product Specification Sheet  

01
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HEADBOX SIZES

A manufacturer’s warranty is provided for a period of one year. Exclusions may apply if any element is sublet to an unauthorised party.

WARRANTY

BLE Smoke & Fire Curtains,
Unit 3 Holbrook Commerce Park, Holbrook Rise,
Sheffield, England, S20 3FJ

Type A

Single Roller Headbox
(Max Width 5m)

Roller Width

Curtain Drop Up to 2.5m Up to 5.0m

Up to 1.5m 150x125mm 150x150mm

1.501m - 3.0m 150x150mm 180x180mm

02

The size of the curtain roller housing (headbox), depends on the curtain drop and width. The tables below give details of the full 
range of standard headbox sizes for the FC1 fire curtains. 

The Type A Headbox shown below is the standard headbox for use with FC1 curtains.

Call: 0114 251 4703
Email: enquiries@blecurtains.com 

Visit: www.ble-smokeandfirecurtains.com
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Fire Curtain with up to 4-hour Fire Resistance 
Approval to British and European Standards

Headbox	� 1.2mm galvanized mild steel with 2mm  
end caps

Rollers	 76mm coated mild steel tube

Motors	 24V DC, 3100 RPM

Fabric	 C41000WK

Bottom Bar	 20mm x 20mm - 20mm x 40mm mild steel

Side Guides	 100 x 50 rolled steel

Electronics	 See separate spec sheet

KEY SPECIFICATIONS 

FC2 

DESIGNATIONS & SIZE LIMITATIONS	

Model
Max Width 

(m)
Max Drop 

(m)

Fire Resistance (mins) Smoke Seal 
Option 

Available

Product 
Standard

Certificate /  
ReportsIntegrity (E) Irradiance (W)

Single 
Roller

7.0

8.0 60 30

Yes BSEN
1634-1 Certifire 

CF5433

7.0 120 30

6.0 180 30

5.0 240 30

2.4 2.7 240 60

Multiple 
Roller Unlimited 6.0 240 - No -

Tested and approved to British and European Standards.

• BS EN 1634 - Part 1 : Fire resistance test for door and shutter assemblies and openable windows.

STANDARDS

Product Specification Sheet  

01
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HEADBOX SIZES

A manufacturer’s warranty is provided for a period of one year. Exclusions may apply if any element is sublet to an unauthorised party.

WARRANTY

BLE Smoke & Fire Curtains,
Unit 3 Holbrook Commerce Park, Holbrook Rise,
Sheffield, England, S20 3FJ

Type A Type B Type C

Single Roller Headbox
(Max Width 5m)

Side by Side Headbox
(Up to 45m)

Over Under Headbox
(Up to 45m)

Roller Width Roller Width Roller Width

Curtain Drop Up to 2.5m Up to 5.0m Up to 2.5m Up to 5.0m Up to 2.5m Up to 5.0m

Up to 1.5m 150x125mm 150x150mm 250x125mm 250x150mm 150x250mm

1.501m - 3.0m 150x150mm 180x180mm 230x180mm 310x180mm 180x310mm

3.001m - 6.0m 180x180mm 210x210mm 310x180mm 350x210mm 210x350mm

6.001m - 8.0m 210x210mm 230x230mm - -

02

The size of the curtain roller housing (headbox), depends on the curtain drop and width. The tables below give details of the full range of 
standard headbox sizes for the FC2 fire curtains. Contact us for oversized systems.

Type A: The standard headbox for use with curtain widths up to 5m.

Type B: Headbox for use with limited installation height for headbox.

Type C: The standard headbox for use with curtain unlimited widths.

FC
2

Call: 0114 251 4703
Email: enquiries@blecurtains.com 

Visit: www.ble-smokeandfirecurtains.com




